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D ear KYMCO Motorcycle Users:

Thank v ou for purchasing this KYM CO Bef & Win 125/150 scooter and
welcome toth e family of KYM CO scooter rider s. To enjoy safer and more
pleasant ridin g, become thoroughly familiar with this owner manu al bef ore
you ride the scooter. You safely dependsnot only ony our own alertness

an d familiarity with the scooter but also the scooter mechani cal condition.

A pre-ri de inspection before every outing andregular m aintenance are

eszential. The quality of each KYMC O motorcycle is guaranteed.

Note: 1. The inform ation and specification s state d in this manual are for
reference only and subject to change without nofice.
2. When starting th e engine, th e batt ery mu st be installedto facilitate

starting and increase the engine pe rform ance.
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1. PRECAUTIONS FOR A SAFE RIDING
(1) CLOTHES

* To relax and wear com fortable clothes arethe main
points for a safe nding
* To ohserve traffic laws keep a cool mind, relax andbe
carefld will provide v oua safe ndng
{U'Wear helmet and fasten it tightlv.
DHavethe clo thes well -aranged . Fasten shirt cuffs and
keep them from hooking the br ake lever.
SWear low-heeled shoe s for a safe riding.
@ Whenriding, use both hands to grasp the handleb ar It
1z very dangerous to hold the h andlebar with one hand.

A carmow:

» A motorcycle nder should not wear loose ortoo long
clothes to avoid danger.

* During riding or 10 minutes after the motorcycle 15
stopped, do nottouch the exhanstmuffler to avoid
scald ing.

* When parking the motorcyele, keep it away from dry
lawm or inflammables to avord danger
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(2)

REIDING METHOD

The safety of two -wheel vehicdles 15 influenced by sttting
position. The nder should it on the central part of the
seat cushion. Ifth e rider sits on the rear part o £ the seat,
theload of front wheel wall decrease . Az aresult, the
handleb ar will swing and c ause dan ger to the nider.

* When maling aturn, itwill be easier for the nder to

steer the motorcy cle by leaning the body inward slight 1y
The mo torcyclewill loseits balance 1fthe nder falsto
keep his body leanng inward.

= Whennding ona damaged ormacadam road. Slow

(3)

down th e speed and hold th e hande bar tightl v

CAERRYING GO ODS

* Keepa good sithing posture to oper ate the motorcycle

propetl v,

* The feel of the handlebar will be & fferent wh en cartying

goods on the mo torcyele. Overl nading may cause the

{Thandlebar to swing Avoid nding with ovedoad.

Iaz 1o ading cap acity ofthe metin boxis 1 0kg.




2.AS5EMELY PARTS

) Passing Signal Switch

Turn Signal Switch
Headligh t Dimme r Switch

& Headlight
@ L Front Turn Signal Light

86 ®9® O

& Frame Serial Mo
& Seat Lock
& Rear Carrier

@ Taillight/Stoplight

i
& L. Rear Turn Signal Light
& Lar Cleaner
ek Lever

D En gine Sen al number



I Metin Box

& Battery

@ TallightStoplight

@ R Rear Tum
Signal Light

e 808 o

& Exhaust Muffler @ Imition Switch
& Cil Dipatick ® Fuel Filler
@ Headlight Swatch @ R FrontTurn

Electric Starter Butt on Signal Light
& Radiator



Locati onof Frame Sernal Mumber Location of Engine Sertal Humber
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3. OPERATION INSTRUCTIONS o i)
@) IG NITION SWITC H/STEE RING "“'“EF\
HANDLE BARLO CK A \ B AN
D ON :Atthisposition, power is o nnected to start the i i "" _"\\ L\l
engine. Th e key cannotbetaken out. { B [' ' EI
& OFF : Atthis po sition, power 1scutoffand the engine '-_E- 1 / g i
stops. The key can be taken out. y “i--.-f % #
& LOCK : Atthis po sition, the steerng handleb ar 15 lock ed. B> & 74
The key can be tak en out @/ b e
{ Locking M ethod}

Turn the stee ring hand lebar left to the full and then press

to turnthe ignition switchkey to "LOCE " position and
the handlebar iz locked.

{ Unlocking Method}

Turnthekey to "CFF" andthe lockisreleased
aut omaticall v,

A CALTION:

= A fterlodking, tumn the handlebar gentl ¥ to make sure
thatitis locked.

= Do not turn theignition switch to "LOC K" dunn g riding,
ot the hand lebar will be out o f control and cause acadent s

= Don'tpark your motorcycle at a place to hinder the traffic.
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D ELECTRICSTARTEREBUTTGON

* To startthe engne, firstturn on the ignition switch and
then press the dectric stater button, &t this time, be sure
to fully app ly the front or rear brake lever (pedal)in order
to connect the power.

A carTion:

* During engine running, do not push the electric starter
hutton to avoid engine damag e

* Turn the he adlight switch and turn sign al swatch "OFF"
b efore usin g the electric start er button,

* E elease the electric starter button imm ediately a fter the
en gineis started.

i3 HEADLIG HT/HAZ ARD 8W ITCH
® Atthis position, the position light, headlight, instrum ent
lights and tailli ght turn o fftogether.
B0 Atthis position, the position light, instrument lights
and tai llight ligh t turn on
#r Atthis position, the position light, headlight, instrum ent
lights and taillightlight turn on.
£ ptthis position, the front and rear right and left tun
signal lightswink together
[oF Fl Atthis position, the front and rear right and left tun
signal lights go outtogether

7
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(9 HEADLIGHT DIMMER SWITCH/ PASSING
SIGNAL SWITCH

Q@ =0 Switchtothispositionforusinghighb eam.

@ Bl When ridin gin downtown are a or thereis a car
cotming from the op poste direction, use low
bheamto av oid affecting the visithility of coming
Cars

DPA S3IMG When pasang, continuo usly pres s and rele ase
the dimmtner switch at the PASSING positon
and the headh ght will wink to warn the coming
cars.

&) HORN BUTT ON/TURN SIGN AL SWITCH

* When the 1 gnition switchiz turned "ON ", press the horn
button and the hom will sound 3 C> For turnin g to the

i ght @ < Forturning to the left @ Pushthe turn signal

switch button to rele ase it @ Horn Button,
* The horn and turn & gnal swatch do not wotk wh en the

1grition switchis "O FF".

A cavTion:

* The turn signal light will not rele ase automaticaly. Be
sure to reset it after use; otherwis eit may affect the traffic

safety.




0) SEAT LOCE/MET-INBOX

* To open th e seat, ins ert the ignition switch key 1nto the
seat lock an d turn it right Lift upthe seat

* Max loading capacity ofthe metin boxis 10kg .

* Toclosethe sed, put down th e seat and press it down to

makeit lock awtomatically. Then sightly pul up the seat
cushion to make sure that it 1z locked.

A carTion:
* Meverput the key un der the seat cushion and lock the seat.

(s HELMET BUCKLE
1. Openthe seat lock and 1Lift up the seat.
2.Put the helmetretaining ring into the helme buckle.
3.Put down the seat and itwill lock automati cally.
= Take out the hel met in the reserve order ofthe shove steps.
A cavTion:

* When nding, wear the helmet and do not retain it on the

motorcycle to avold damage of co ated parts.




@O KYMCO

&) INSTRUMENTS

O ODCMETER: The total riding mileage is indi cated by
kilometer. The figure inblack and white 15 an unit of
100m

@ SPEEDOMETER: Thending speed isindicated by
lemthour,

& TURN SIGHAL INDICATOR LIGHT. When the tun
signal switch iz op erated, this indicat or light will wanl

@& HIGHE EAM IND ICATOR LIGHT: Thizindicator light
comes on whenth e long distancelight iz turned on.

& FUEL G AUGE The fuel gauge isto showthe volume of
gasoline in the fuel tank If the fuel gauge pointerisat the
red area, the fuel isinsufficient. Refill 92#or 95#
nonleade d gasolin e as early as possible.

& TACHOM ETER: Itindicates the engine revol ution per
minte z [000EFM.

The red area inthe tachometer isto remind you of the
limit ofthe engne mpm in order to av oid short ening the
engine servicelife.

& ELECTRONIC DISPLAY: It display s time an d date
which can be abju sted manu ally.

@& MET-IN INDICAT OR LIG HT The met-inindicator light
will com e on when the seat 15 opened

10
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& CHARGING INDICATOR LIGHT:
When the tgmition switch iz O
power 15 connected and the charging
indic ator light comes on.

When the engine s started, the
charging indic ator light goes out. If
the charging indicator light does not
go out, it means that the charging 1z
abnormal.




£ TEMFER ATURE GAUGE: It indicates the temperature of
engine co oling water,
During riding, the temperature gange needle should alw ays

moveunder thered mark [fthe nesdle points the red m ark
check the coolant level inthe eve hole.

@ OIL CHANGEIN DICATOR LIGHT: The indicator light

will tell v ou the time of 01l change. Usualy the display 1z
in green color and 1t wall turn red when o1l change 13

required. Although the display color 15 still green upon the
first change ofa riding of 300km, 1t 15 necessary to msert
the key 1 nto the release hole to release it

{0y REAR CUSHION

* To suit scooter beh aviour to load cond ition rear cushion
couldbe adjusted 10 spring p reload.

= U sing the special to ol in too | kat chan ge the preload.

= [tiz posa ble to adjust rear cushionin threepositions

{ posttion "soft’ & position "m edium”

& posttion "hard

* When you adjust re ar cushio n, the spring prelo ad of rear
cushions on either side st be the same.




4. PRE-RIDE INSPECTION
(D ADVANCE INSPECT ION
= Getinto agood habit ofinspection before riding. For the
sake of safety and to prevent vehicle damage and traffic
accidents, the pre-ride inspection 15 abzolutely required.

A carTion:

= Be sure to perform inspection and maintenance for your
new motorcycle after it iz purchased for one month or

ridden for 300%km.

i) ENGINE OILLEVEL INSPECTIO N/REFI LLING

* Flace the motorcycle onits main stand. Take outthe oil
dipstick and wipe it clean.

= Darectly insert the o1l dip stick into the engine oil.
(Don't screw it in)

* Take out the o1l dipstick and check the ol lewel. Ifitis
close to the lower limit, add engine o1l to the upper i mat.

A cAUTION:

* The temperature of engine and exhaustmuffler 15 very

high. When checlang the o1l level, be careful to avoid
scaldin g,

12




3) BRAKE INSPECTION

= Ride the motorcycle at low speed on a dry road and
respedivel v apply th e front and rear brakes to check the

brake perfo rmance.
* The brake lever should have proper free play.

* "Free play" meansth e distance from the position ofloose
braketo the position of fally applied brake

@) TIREINSPE CTION
1. TirePressure Check
= Checkif th e tire pre ssure 1z n onmal wh en the tire 1510
contact with level ground.
= If thereis any shnormal condition, che ck the tire pressure
with atire presaire g auge.

= I easure the tire pressure und er room temperature.

13
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2. CRACKS & DAMAGE
* Checkthe tire-contact area for crack or damage
3. ABNORMAL WEAR
* Checkthe tire-contact area for abnorm al wear,
4. FOREIGN OBJECTS OF METALPIECE & GEAVEL
* Checkthe tires and tire-contact area for imbedd ed objects
ofmetal piece and gravd.
S.DEPTH OF TIRE GROOVE
= Ifthe tire 15 worn to the wear limit indication m arls,
replace it with anew one.

NORMAL PRESSURE(] Rider / 2 Fad ers )

Front W heel 1750 75 kgl om
Eea Wheel 2.00/2.25 kgfom
M CAUTION:

= Abnommal tire pres sure, orack damag e and abnormal wear

will cais e unstead v handleb ar and result in tire break
» Ifthe tire has cracls s or 13 worn to the wearlimitindication

mark, replace itwith anew one.

14



& FUEL LEVELINSPE CTION/REFILL ING
» Checkifthe fuel 15 suffident
= If the fuel gauge pointeris at "E" (red line), refill #92 or
#3 5 nonleaded gasoline as so on as pos sible
{ R efilling M ethod }
1. Insett the igmtion switch key into the fuel tank caplock
and turn it right to unlock the cap.
2. Whenrefilling, the gasoline level should not ex ceed the
reference plate
3. When closing the cap, press downthe fuel tank cap and
the cap will lock automatical ly.
4 Whenrefilling donot ald other additives to avoid
engine bre akdovn,
@ Unlock
& Lock

A cavmon:
* Be sure to stopthe engine before re filling.

* The gasoline level shall not exceed the reference plate,

otherwize the fuel will penetrate out.
* When refilling, do not add other additives to avoid en gine

brealsd own,

15
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i6) STEERING HANDLEEAR

= Vizually inspect the steenng handlebar for damage.

= Applythe frontbrak e and mo ve the handlebar upward an d
do wrward to checle for shnormal noise.

= Move the steering h andlebar upward, d ownward , rightward
and leftwar d to check for any loose parts.

* Checkifth e handleb ar rotates freely.

= If any abnormal condition is found, go to your motorcycle

dealeror for ingpection.

(7 INSTRUMENTLIGHTS INSPEC TION

= Check the speed ometer pointer for proper operation.

= Check the fuel g ange pointer for proper operation.
= Check the turn signal indicator lights and high beamn

indicator light for proper operation.

16



8 BRAEKE FLUID LEV EL INSPECTION

1 Keep the handlebar straght and check the frontirear brake
reservoir for brake fluid level which should be kept b etween
the upp er and lower limits.

2 Checl the brake shoes for wear when the fluid level 15 doze
to the lower limit.

3 Ifthe wear of brake shoes do not exceed the specified limit,
it mean s that there are fluid leaks Inthis case, contact our
distributors or service staions for inspection and repair,

@ EyeHole @ Upper Limit & Lower Limit

O COOLING S YSTEM INSPEC TION

1 Place the motorcycle on its main stand on level ground.

2 Checl if the coolant level ofthe reserve tank 15 between the
upper and lower level lines. [f necessary, remove the
reserve tank cap and £l to the upper level line wath distilled
water,

3.1fthe coolant lewel 15 too low, it means that there are
abnormal conditions.
= Inspect the radiator and hoses for coolant leaks.

4 Uze only distilled water to refill the reserve tank in order
to enaire good performan ce of the cooling system.

U Upper Level @ Lower Level

17
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{10y HORN/LIGHTS INSPEC TION
* Turn the ignition switch "ON " and pres s the horn button to
checkifit sounds.

* Headight/Taillight [nspection: L D
Start the engine and turn on th e headlight swatch to check
if theheadlight and taillight are good and check the light 7 &

shells for dirt and damage.
= Stoplight Inspection:
Applythe front and rear brak e levers respectivel ¥ to check
if the stoplightis good. And also check the stoplight shell
for dirt and damage.
= Turn Signal Light Inspection:
Operate the turm signal switch to make sure whether the
ri ght/left front and rear turn signal lights can wink and
bu zz Also check the light shells for dirt and dam age.
I} Healdlight ¢ Tallisht’ Stoplight € Tum signal light
@ Hom button
Acavmov:

= Replace any ditty or damaged light s with new ones to

avold d anger during niding.

18



{11} FRONT/REAR SHOCK ABSOREER INSPECTION
= Checkth e conditi on of the frontfrear shock absorbers by
pressing down on the handlebar and seat several times.
{12y BRAKF PERFO RMANCE INSPE CTION
» Fully ap ply the front andre ar brake levers and movethe
motorcy cle forward to see 1f the braking effect1s good.
(I3) REARV IEW MIRRORANGLE CHECEK
= Sit onthe motorcy cle uprightly and make a vl ewing test
ofthe rearview mirror angl e
{14) LICENSEPLATE CHEC K
* Checlkthelicense plate for dirt and d amage, th en tighten it.
{15y REFLECTOR CHECK
= Checkthereflector for dirt and danage.
(16 PREVIOUS ABN ORMAL PARTS INSPEC TION
= Make sure thatth e previous shnommal parts are repaire d.
{17y LUBRI CATION POINT CHECK
» Visudly checkif &l motorcyele lubricati on points are
lubricate d proper] v

19
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S ENGINE STARTING METHO DS
() TURNTHEIGNITION SWITCH "ON"
= Unlock the steenng handlebar,
= Turn the ignition switch "on"
A cArTION:
* Checkthe gasoline volume and engine oil level before

starting the engne.
= Besure to erectthe main stand while starting the engne.

) LOCKTHE REAR W HEEL
= Apply the rear brake lever to connect the power for
starting.
A CAUTION:

= In order to prevent the motorcycle from rushing out at high
speed, make sure to lock the rear wheel
= [f the rear brake lever free play 15 incorrect, the rear wheel

cannot be braked and it will cause danger easily.

20




i3) USE THE ELECTRIC STARTER BUT TON

= Push the electric starter button wi thout rotating the throttle
arip.

= [fthe engine falsto start after the electric starter button is
pressed for 3~4 seconds when it 15 warm, rotate the
throttle grip for 178~ 1/4 turn to facilitate starting.

* When the motorcyde isnot used for along time or the fuel
tank 15 empty, 1 fthe engmneis still hard to start after the
fuel tank 1z refilled with gasoline, slightly turn the throttle
grip and press the electric starter button for several times
to start the engine.

= In order to avoid battery overcharge, do not press the
starter button more than 5 seconds.

= Ifthe engine does not start after the electric starter button
1z pressed for 5 seconds, wat for more than 5 second s and
then press the button again or start the engine by the kick
lewer.

M CAUTION:

= Don't press the electric starter button while the engine s
running; otherwise the engine will be damaged.

* When starting the engine, the rear brake lever must be
applied to connect power and the stoplight will come on
when power 13 connected.

21
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@ START WITH THE KICE LEVER
1 .Place the motorcycle on its main stand on level ground.
2 Depress the kicklever wath force.
* When the engine 1z cold and d oesnot start after the lack
lever iz depressed for 3~4 times, rotate the thro ttle gnp

for 1/8~1/4 tum to facilitate staring.
* Warmup the engine for alittl & while {about 2~ 3 minutes)

after cold start.
= A fterthe engine is started, do not accelerate sud denly and

ke ep nding at low sp eed to prolong the engine service life.

A cAUTION:

= After the engine 15 started, the kick lever must be returned
toits original position,
* The exhanst contains poisonous cathon monoxde which

1z harmful to human body. Never run the enginein a
closed area
* Turn offall light switches before starting the motorcycle.

22



6. NORMAL RIDING METHOD
(1) STARTING THE ENG INE
= Start the engine by referring to the starting methods

specified in Section 5.
M CAITION:

= Keep v our finger away & om the button immediately after
the engine 15 started to avoid engine damage.

* The rear brakel ever should be kept at the hraking position
hefore riding.

i) REBOUND THE MAIN 5 TAND
» K eepthe rear brake lever at bralang p osition and push the

motorcycle forward, then the main stand wall rebound

automatic ally.

M CATTION:

= A fter starting the engine and before moving do not turn

the throttl e grip to increase the engine rpm.

23
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3) CORRECT SIT TING POSITION

* Eid e astride on the mo torcycle from the left side and
sit upnght. Touch the ground withleft fo otto avoid

slip ping.

A carrmow:

= The rider mu st wear helmet, gl oves and goggles.

= Do not wear any clotheswhich will affect nding s afety.

) ROTATE THE THROTTLE GRIP

* Rel ease the rear brake lever and slowly rotate the throttle
grip , then the motorcy cle wall m ove smoothly

A carmow:

= Afterthe rear wheel brake lever isreleased, do no t rotate
the throttle grip suddenly to prevent the motorcycle fom
ruzhing out.

* Dunng riding, do not accelerate or decel erate rapi1 dly and

sud denly to save fuel andprolo ngthe mo torcycle service
life.

24



7 PRECAUTIONS FOR RIDING

1) COERECT RIDING
= Before moving, turn on the turn & gnal light and make sure

whether the rear side 15 safe.
* Do not rush into the car lanes and always keep the

motorcycle to the right to avoid danger,
A CAUT ON:
* Moderate riding wall prolong the engine service life. The
clutch linings are worn more quickly when often ridden at
low speed.

&) SPEED CONTROL

* The speed 15 controlled by the throttle grip.

{HBROTATE The speed will becotne faster. Don't be hasty
and accelerate slowly.
When nding on an ascending road, rotate the
throttle grip gradually to increase the horse
p OWeEr,

@RESTORE The speed will hecome slower. Restore the

JF — throttle grip quickly.

= Applythe b rake while reston ng the throttle grip . This wall

shorten the time req uired to slow down

23
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i3) PROPER RIDIN G WILL PROLONG THE SERVICE
LIFEOF ENGINE
= For anew motorcycle keep the speed below 60km per
hour within the first 1000km ofriding
» Avoid sudden acceleration and long-time riding at high
speed.

* In hot weather, the engine overheats easily at long-tim e
idling Stop the engine in this case.

A carmow:

= Moderate iding wall prolong the engine service life.

i4) APPLY BOTHFRONT ANDREAR BRAKES
WHEN BRAKING
= First restore the throttle gnip to the closed position and
then pull the brake levers tight.
* The hest way to brake the motorcycle 15 to pull the brake
levers "slowly" at the very beginning, then pull them tight.

A cAvTION:
= Apply single brake lever wall cause the motorcycle to slip.
= During riding, never brake the motorcyd e suddenly.

It may cause the motorcyce to slip and could be very
dangerous.

26




& DO NOT MAKE SUDDEN STOP ORSHARP TURN
= Sudden stop and sharp turn are the main causes for
slipping and could be very dangerous.
= Inrainy days the road 1z slippery. S udden stop will cause

the motorcycleto slip. Be careful to avoid danger.

i6) BE MORE CAREFULWHILE RIDING IN RAINY

DAYS

» Alonger bralang distance s required in rainy days than in
sunny days. Be sureto s ow down and brake the
motorcycle slowly as ead ¥ as possible

* When riding on adescend ing road restore th e throttle gnp
to closed position and slow down b v making intermittent
hraking .

A cavmov:

= Alonger bralang distance 1s required in rainy days. Be

sure to slow down and brake the motorcycle slowly as
eatly as possible.

27
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2 HOWTO STOP RIDING

(1) WHILE GO NEARTHE PARKING PLACE
= Turn on the turn signal light in advance. Watch out
wehicl ez coming behind or aside and stop the motorcycle
to the right side slowly.
= Restore the throttle grip to closed position and apply the
front and rear brakes as early as possible.
= At this moment, the stoplight wall come on to warn the

wehicl ez coming behind.

) WHILE THE MOTORCYCLEIS COMPLETELY
STOPPED

* Eeturn the turn signal switch to its original position.
= Turn theignition switch " OFF" to stop the engine.

A A UTT oW

= During riding, never operate the ignition switch key.,
= When the ignition switch 1z turned "OFF", the electric
system does not work which may result in traffic accident.

Operate the switch key after the motorcycle 15 fully stopped.

28



) PARKIN
* Flace the motorcycle on its main stand on lewvel ground and

do not hinder the traffic.

= Stand on the left side and gnp the handlebar stra ght with
left hand and the side rod or rear carrier with righthand.
Then, step down the main stand evenly with nght foot and
pull the motorcycle backward by force with right hand

A carrion:

* The motorcycle may easily fall downifitis parked on an
uneven ground.

@ HANDLEBAR
= Afterp arking, be sure to lock the steening handlebar and
take out the kev to prevent pilferage. (Refer to P&

A carmon:

= Don't park yvour motorcyele at aplace to hinder the traffic.
* The temperature of engine and exhanstmuffler is very

high Be careful to avoid scalding,
= Park th e motorcycle a a safe place and be sure to take out

the key to prevent pilferage.

29
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9. EASYMAINTENANCE

(1) AIR CLEANERINSPECTION ANDAIR CLEANER
CLEANING & REPLACE MENT

= Take out the air cleaner and wisually check 1f1t 1z dirty or
clogged.
| Remove the screws attaching the air cleaner cover and

remove the air cleaner cover,
2 Remove the air cleaner element.
3.The installation sequence 15 the reverse of removwal.

= Clean the air cle aner element with compressed ar

= Eeplac e the air cleaner d ement at very S000 k.

* The air cleaner requires more frequent cleaning or
replacing when ndden in unusuall v dusty areas. When
replacing, refer to P41 Periodic Inspection & Mantenance
Schedule.

A carTion:

= Meveruse oil or solv ent to wa sh the wet type paper
el ement.

* Becareful not to allo wwater to enterthe ar cle aner;
otherwase, it may result in hard starting.

= If the air cl eaner 13 n ot install ed properly, dust may be
sucked into the cylin der directly to red uce engine
ho rsepower and affect the servicelife of engine.
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) FUELSYSTEM

* Fuel Leakage Inspection
Checls the fuel line between the fuel tank and catburetor

for fuel leakage.
D Fuel tube connector
& Fuel tank

A carTioN:

* Checkand replace any broken or damaged tube connector
to avod breakdown dusto runming out of gasoline

i3) APP FARAN CE CLEANING
= Often wipe clean the mot orcycle appearance to prevent
accumulated dust affecting the function of components.
A cAUTION:

= If amotorcycleisnotused for along time, check the
op eration o f each part and rep lace lubricants before nding.
Fide the m otorcycle only after its perfo rmance 15

confinmed.
» When wax ing the motorcyce, make sure that the
in gredients of the wax will not damage thepaint of the

m otorcycle.
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4y BAT TERY

* This model adopts the battery which needs no re flling of
di stilled water.

* When cleaning the terminal terminals, remove th e screws
attaching the battery cover on the floor board and then
op en the battery cover

* When battery terrminals ae corroded, t ake out th e batery
for cleanin g

= A ftercleaning, appl v athin coat of gre ase or Vaseline to
hattery terminds and then install the battery

A CAUTION:

= Mever open the closed-type battery electrolyte cap.

= [fthe motorcycl e will not be used for a long time, the
hattery will discharge electricity by itself REemove the
hattery and put it in a cool place after it 15 fully charged to
prevent electricity leakage.

= [fthe motorcyc e will not be used for a long time, rem ove
the negative (-) terminal.

* Do not smoke or allow flames or sparks near the battery
while removing and installing it.

* Turn o ffthe 1gnition switch before removal or install ation.
The negative () terminal shall be removed first and the

positive (+) terminal shdl beinstalled first.
= Tighten the loos e tenminal nuts securely.
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) FUSE CHAN GE

» Turn o ffthe main switch and checl if the fuze 1z bumned
out.
* When the fuseisburned out, replace with a specified fuse.
= Check forthe cause of breakdown before replacing.
Specification
{D Battery Fuse : 204 & Reserve Fuse 154

& Head ight Fuse : 154 @D Radiator Fan Fuse : 104
& All Hlectric Power Fuse 1154

B CAUTION:

* Be careful not to excessively exp and the fuse clip dwing
remo val.

» Afteranew fuseis instaled, check the fuseclip for
looseness whidh s the main cauze of trouble.

* Meveruse fuse of unsp ecified capacty, it may caus ewire
overheating and burning out.

* When replacin g electri c applianc es (lights, instrum ents),
he sure to use the recommended genuine p arts.

* When washin g the motorcyele, avoid Qushing it

» Ifthe cauge cannot be found, cortact our distnbutor or
servi ce station for inspe chion.
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o) ENG INE OIL CHANGE

1. Flace the motorcycle on its main stand on level ground.

2. Femove the ol dipstick.

3.Eemovwe the drain boltto drain the ol

4 Refill fresh engine oil for 0.9 liter. Finmly tighten the ol
dipstick.

5. Wartm up the engine and check the ol level again after the
engine is stopped for 20~ 30 seconds.

= Specified Cal: 5 AE 15W40

» Capacity/Exchanging Capacity: 1.1 L/0.9L

A carmow:

* When chan ging the engmme o1, also cle an the o1l straner
and reinstallit

= I se the specified engine ol

* Change engineoil atfirg 300 km ad then change it at
every 2000km.

* Engine o1l will deteriorae easily and re quire more frequent
change i1f th e motorc yeleis often ndden in dusty and cold
areas ot ridden for short distance.

* Do not mix engine oil of different classes or visc osities. It

may cause damage to engine
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(7 TRANSMISSION GE AR OIL

= Check the transmission gear oil tank for leakage.

1. Flace the motorcycle on its main stand on level ground.
Afterthe engine stops for 2~ 3 minutes, remove the gear
o1l check bolt to check the ol lewvel.

2.1f the oil level 12 lower than the check bolthole lower edge,
add gear oil to the lower edge.

3. Afterrefilling, s ecurely tighten the check balt.

* Recommended Gear Cil: SAEID

* Capacity / Exchanging Capacity: 02 L/0.18 L

) Gear Cil Filler Cil (Check Bolt Hole) @ Drain Bolt
& il Level

A carrion:

« Add gear o1l through the oil check bolt hole.
= Afterrefilling, use arag to wipe clean.

* Excess or insufficient gear oil will affect the engine
performance.

= Mever use gear oil of different brand or inferior quali ty
which may result in engine breakdown,

* Change gear o1l at first 300km and then change atevery
5000km. Add specified gear o1l whenever it 15 necess ary.
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8) SPARK PLUG INSPE CTION

* Check the spatk plug side electrodes for wear

» Fouling deposts on spatk plug electrodes and big gap may
result in weak spark

= Spatk Plug Removwal:

1. Remove the spark plug with a spatk plug remover,

2. Theinstallation sequence is the reverse ofremoval

= Spatk Plug Cleaning

1.1t 1z better to retnove spark plug deposits with aspatk plug
cleaner

2.1f aspark plug cleaner 1z not avalable, clean with a wire
hrush.

* The side electrode gap 15 0. Trm.

» Specified Spark Plug: NGE DFRETEA-D

O Decatbonizing €9 Cracks, Damage @ Cap, Wear,

Fouling Deposits

A cAUTION:

* Clean the spark plug at every 2000km and replace it wath a
new one at every S000km or when the center electrod e 1z
burned out.

* First screw in the spark plug with fingers and then tighten
with a spark plug wrench.

= Useunspecified spark plug may damage the engine.
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l?} BRAEKE FLUID LEVEL INSPECT ION /REFILLIN &
* Remove the 2 screws from the brake flud tank and take
offthe cover.

» & dd recom mended b raie lwd DOT 3 into the tank until
th e fluid le wel reach es the upp er limit and then put on the
cover and tighten th e screws.

* Recommended Brate Flud: DOT3

A CAUTION:

= Do not mix brace fluid of diff erent brands. It may cause

brake faillure and 13 v ery dang erous. W henrefilling brake
fAuid, use towels to cover and protect the panted and

coated surfaces (Replace at 1 0000km or every vear)

{10y RUBBER COVER INSPECT ION FO R WIRE AND

CABLE

* The cable cores are protected by the rubber cover outside
th e connector. Check therubb er cover frequently for
properinst allation.

* When washing the m otorcyel e, donot flush the rubber
cover directly or brush it Use awet rag to wape off dirt
and dust.

) Rubber Cover
@ Check Points
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(11} COOLANT REFILLING
1. Flace the motorcycle on its main stand on level ground.

2. Remove the reserve tank cap and fill to the upper level line

with distill ed water.
» If the coolant level 12 toolow, itmeans that there are

abnonmal conditions .
= Coolant concentrate specified density: 30%(cold area50%)
D ensity & Freezing Point:
25%:-12°C 40%: - 24 °C
30%:-15°C 509 :-35 T

To tal coolant capacity : 1165¢cc.
) Reserve tank cap

& Reserve tank eve hale

A cAuTion: @

= Use distilled water to make coolant mizture

= Be careful not to use coolant of 1 nfert or qu dity whi ch may @
shorten the radiator service life.

* Eeplace the coolant oncea vear or at every 10000 kmunder %

norm d use
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(123 COOLANT REP LACEMENT
Coolan t Draining
1. Remaowe the front cover,

2. Pres s down the reserve tank cap and turn it counter clockwise
to remove it

3. Remove the dramn bolt to drain the coolan t. Tilt the

moto roycle to the right and the coolant will drain moore sasily
Coolant Filling
1. Install the drainbolt. ¥
2. First fill the reserve tank wath co olant to theupper level line. A carTion:
3. Install and securely tigh ten the reserve tank cap.
4

* When removing the ressrve tank cap,
. Btart the engine and all owthe co oling fan to run for a least ba e canbi) beraes tie coolani e

2 ttmes Then, stop the engine (The engine must be cool under pressure and severe scalding

could result. Wait until the temper ature

may result) 12 lowered. Then, coverthe reserve
5. Remove the reserve tank cap and add coolant up to the

properlevel if necessary Then, reinstall the reserve tank cap.

heforeremowi ng the re serve tank cap, or severe scalding

tank cap with a towel and then remove

it slowly
6. Wat for 2 ~ 3 hours until the engine 1z cold. Check the - Avoid spilling c oolant on painted

cool ant level inthe reserve tank and fill to the upper level surfac es. Once it happens, immedi ately

line if the level 1z under the lower level line. Bk il Fradh iabns
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10. IMPORTANT NOTICES

(1) WHEN THE ENGINEFAILS TOSTART ORSTOPS
DURING RIDIN G

* [z the gasoline enough?

= [fthe fuel gauge pointer 15 at the red line, re &1l #32 or #95
nonleaded gasoline.

= [z the way to start the engine correct?
= [z there any other faulty p arts?

) IN CASE OF BREAK DOWN

* For any trouble occurred dunng nding, goto a KYMCO
distributor or service station for inspection.
A carTion:

= For the sake of safety and to prevent vehicle damage and
SaVE ¥OUr preci ous time, the pre-ride inspection iz
absolutely required. Flease read this User's Manua
carefully and getinto a good hahit of inspection before
riding.
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) POLLUTION-FREE PERIODIC MAINTENAN CE SCHEDULE

* In order to have a safe nding, maintain good performance, prolong the motorcycle service life and
reduce pollution, make aire to perform the pertodic inspection and maintenance.
I Inspect and clean, lubricate, refill, repair or replace if necessary.

A Adjust C: Clean R: Eeplace T: Tighten

o W Fezul ar Service Ihle gze ( EIVD Daily Prerid
2% boke |45boks | 300 1000 | 3000 [ 5000 [ 7000 [ 2000 [11000 {13000 Inspection
| Engine O X R R R R R R R R I
W |Engine Ol Stmire v b C C £ -::
| e ar (il § E E E E
b | Coolivg Wate r » Beplace o every 1 0000 ko rone e a wear it at every 5000 lan. 1
| Spark Plug “Clean (O atevery2 000k m and replace (R .
| Vi b Jearam ce X A A A A
| Ca e o X I I I
b |k e B elt I I
| Tt fve C hain § (o] A A A A A A | A
| it Cleaner [m] I E I E I E I
b | Ba ttery Electrolye I I I I I I I I
Py’ | iy el Fil fer 50 peen R
| Bra ke 5 vetern I I | 1 I | I I
ClutchL ever Free Flay A A A A A A A
| Bolts & Huts T T T
Ivb tor 01l Sty afver (e X
Engine O il Purap O X I I I I

» The above items are applicable to differerdmodels. Perform sutableitems for eachmodel.
+ When exceeding the bsted mileage, perfonm maintenance accoming to the listed intavals,

 The air cleaner requites more frequent cleaning or replacing when ndden in unusually dusty areas.
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) SPECIF ICATION S8

{ Bet & Win 125 )
Engine Type CHC water cooled Ov erall Length 1940 mm
4cycle
Displacement 124 6ce Owverall Width 750 mm
Borex Strdce 52457 8 mm Cverall Height 1145 mm
Compression Ratio 106 1 Dry Weight 138kg
Miax. Cutput 7.55/7 300 kw fpm Wheel Base 1320 mm
Max Torque 1.0/500 kg m/rpm SparkPlug NGE DPEJEA-2
et | BEIREE | nawe | Wi
Trarsmission Type  |Non-stage transmission|  O1l Tank Capacity 11 liter
Clutch Dry Multi-Tnsc Clutch | Fuel Tank Capacity 10 liter
Tgnition C.DI Engine O1l Type SAE 15W40
el ol e
Ide Bpeed 1600 rpm EBattery 12V EsH
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{ Bet & Win 150 )

CHC water cooled

Engmne Type ol Cw erall Length 194 0
Displacement 149.5¢ce Owverall Width 750 mm
Borex Strdce 57457 8 mm Cverall Height 1145 mm
Compression Ratio 106 1 Dry Weight 138kg
Max Cutput 9.06/7 500 kew fprn Wheel Base 1390mm
Max Torque 1.2/500 kg m/rpm SparkPlug NGE DPEJEA-2
msie | EEADES |y | W2tk
Trarsmission Type  |Non-stage transmission|  O1l Tank Capacity 11 liter
Clutch Dry Multi-Tnsc Clutch | Fuel Tank Capacity 10 liter
Tgnition DT Engine 01l Type QAE 15W40
: Stating mctor and Gear il 2
Starting Sysern S cﬁpacﬂ:yf?ga%e SAE 9002 1/0.18L
Ide Bpeed 1600 rpm EBattery 12V EsH

43




KYMCO

KWANG YANG MOTOR CO.,LTD.
NO.35 Wan Hsing Street, San Min District
Kaohsiung, Taiwan, Republic of China
Telephone : 886-7-3822526
FAX : 886-7-3950021




